
√ Welded construction for exceptional strength and durability
√ Includes 2 pc press plate set and 10 pc pin and

bearing press adapter set
√ Dual air motor operation for faster pressing process
√ Glycerin filled gauge accurately shows pressing force
√ 7 position bed height configuration for ultimate

operator flexibility
√ Lateral head adjuster provides smooth side to side

movement of the press head
√ Heavy duty cable winch for effortless bed adjustment

(Cable Winch featured on 50, 75, and 100 ton models)

Super Duty Shop Presses
Featuring New Polycarbonate Design Protector Shield
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850ASD 20 7.50” 35”Wx64”H 7.00” 19.25” 5.75” 10.75” 282 lbs.

852ASD 30 5.90” 40”Wx71”H 7.25” 21.50” 6.50” 15.00” 363 lbs.

854ASD 50 7.75” 54”Wx75”H 10.12” 28.75” 7.25” 16.75” 660 lbs.

856ASD 75 9.75” 57”Wx77”H 10.87” 31.50” 8.00” 19.75” 1030 lbs.

859ASD 100 11.58” 55”Wx84”H 13.50” 31.00” 9.00” 16.5” 1476 lbs

√ Shatter resistant polycarbonate material provides maximum
protection against shrapnel and other debris

√ Standard on all Super Duty Shop Presses ending in “ASD”
√ Need to update your old shop press?   Order the following :

• 850ASD-P Fits 20 ton Super Duty models
• 852ASD-P Fits 30 ton Super Duty models
• 854ASD-P Fits 50 ton Super Duty models
• 856ASD-P Fits 75 ton Super Duty models
• 859ASD-P Fits 100 ton Super Duty models

Learn more about hydraulic presses on our website.

https://www.toolsid.com/aff/
https://www.toolsid.com/hydraulic-presses.html

