## JAT-123, 3/4" IMPACT WRENCH

## 505123

The JET JAT-123 delivers power, durability, and comfort in a compact $3 / 4^{\prime \prime}$ tool. With $1,300 \mathrm{ft}$.lbs., compact 8.7 " of length, and less than 9 lbs . of weight, you will reach to this tool to get all your tough jobs done. This tool is great for Plant maintenance, Truck repairs, Heavy equipment repairs


## FEATURES

- 2,000 Ft. Lbs Maximum break away torque
- Composite housing improves balance and reduces weight
- Patented Twin Hammer impact mechanism improves durability while delivering balanced power
- Patented, one-hand forward/reverse switch design
- Four position speed selection and full reverse power
- $360^{\circ}$ Rotating air inlet keeps the air hose tangle free for added safety
- Performace @ 90 PSI. Air Inlet NPT 3/8". Min Hose Size 1/2"


## JAT-123, 3/4" IMPACT WRENCH

## 505123

## SPECIFICATIONS

| Square Drive (In.) | $3 / 4$ |
| :--- | :--- |
| Working Torque (Ft.) (Lbs.) | $300-1,000$ |
| Max Torque @ 5 Seconds (Ft.) (Lbs.) | 1,300 |
| Maximum Break Away Torque (Ft.) (Lbs.) | 2,000 |
| Free Speed (RPM) | 6,000 |
| Blows Per Minute (BPM) | 900 |
| Impact Mechanism / Clutch Type | Twin Hammer |
| Bolt Capacity (In.) | $1-1 / 16$ |
| Anvil Retainer Type | Ring/Hole |
| Air Inlet (NPT/In.) | $3 / 8$ |
| Air Hose (ID/In.) | $1 / 2$ |
| Air Pressure (PSI) | 90 |
| Air Consumption (CFM) | 7.36 |
| Sound Pressure (db) (A) | 8.7 |
| Sound Power (db) (A) | 97.3 |
| Overall Length (In.) | 109 |

