
FEATURES

STANDARD EQUIPMENT

SPECIFICATIONS

1/4" Narrow Crown Stapler, 18 Ga.
Model AT638A

n Efficient motor design offers leading power performance

n “Tool-less” depth adjustment for more precise flush and countersink stapling

n Built-in air duster provides convenient air flow to clear work surface

n 2-mode selector switch allows operator to select sequential or contact
stapling operation

n Multi-directional exhaust port directs exhaust air away from operator

n Staple reload indicator window alerts the operator when to reload staples

n Housing bumpers protect tool and work surface

n Aluminum body for durability with less weight

n Includes two removable no-mar tips; convenient on tool storage

n Pneumatic Nailer Oil (181434-7)

n Safety Goggles (191687-A)

n Air Fitting (311006-A)

n (2) No-Mar Tip (HY00000378)

n Tool Case

Operating Air Pressure 70 - 120 PSI

Nail Size (in., ga.)  1/2" to 1-1/2" (18 ga.)

Maximum Magazine Capacity 100

Minimum Recommended Air Delivery 1.6 SCFM @ 90 PSI

Dimensions (LxWxH) 9" x 2-15/16" x 9-7/8"

Net Weight 2.7 lbs.

Manufacturer Warranty 3-year limited warranty

Designed for a Variety of Applications

CONVENIENCE
Reversible belt hook allows
the tool to remain close

POWER
Efficient motor design offers 
leading power performance

EFFICIENCY
Bottom-loading magazine allows 
user to quickly load staples (1/4" 
crown from 1/2" to 1-1/2" long)

CONTROL
2-mode selector switch for control 
over stapling operation

Learn more about air staplers on our website.

https://www.toolsid.com/makita/
https://www.toolsid.com/air-staplers.html



