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NOTE:
All lead lengths are before stripping.
All leads must be held to ± .125" 
unless specifi ed elsewhere.

Drwg. 2

 Wire Wire Origin or 
No. Color Part No. Gauge Length Terminals, Connectors and End Wire Preparation
1 White Cord Set 18 4.20 Strip.188 for T1.
2 Black Cord Set 18 2.20 Strip.188 for T2.
3 Blue 23-94-9060 18 5.10 Strip .188 on both ends for T1 and T2.
4 Blue 23-94-9062 18 4.75 Strip .188 for T3. Strip .210 for T4.
5 White 23-94-9061 18 8.20 Strip .188 for T3. Strip .210 for T4.
6 Black 23-94-9063 18 3.40 Jumper. Strip .188 on both ends for T1.

TERMINAL DESCRIPTION
Qty.Code Part No.

BULK LEAD WIRE - BULLETIN 58-01-0003

WIRING SPECIFICATIONS

 T1 23-74-0010 4
 T2 23-74-0015 2
 T3 23-74-0605 2
 T4 23-74-2420 2

ROUTE WIRE #5 
THROUGH TRAPS.

WIRE #5 SHOULD BE TRAPPED
BETWEEN PIN AND HOUSING RIB
PRIOR TO FIELD INSTALLATION.

TUCK BLACK JUMPER 
WIRE #6 INTO POCK-
ET, 
AS SHOWN.  JUMPER 
CONNECTS TERMINALS 
2 AND 4 OF FIELD 

WHITE WIRE #5 
TO TOP BRUSH.

BLUE WIRE #4 
TO BOTTOM 
BRUSH.

ROUTE BLUE WIRE 
#4 THROUGH TRAPS.  

BLACK WIRE #2.

BLUE WIRE #3 TO FIELD
CONNECTOR TERMINAL 
1.

WHITE WIRE 
#1 TO FIELD 
CONNECTOR 
TERMINAL 3.

CORD JACKET TO EXTEND 
1.25" MIN. PAST THE TOP 
OF THE CORD CLAMP 
AREA.

ROUTE BLUE WIRE #4 
FROM BOTTOM BRUSH BE-
TWEEN BLUE WIRE #3 
AND WHITE WIRE #1.

BLUE 
WIRE #3 
FROM 
SWITCH.

WHITE 
WIRE #1

FROM 
CORD.

BLACK JUMPER WIRE #6.

FIELD 
CONNECTOR 
DETAIL

CORD CLAMP DETAIL

WIRING 
SCHEMATIC

 Find more Milwaukee products on our website. Check out the collection of power tools we offer.

https://www.carid.com/power-tools.html
https://www.carid.com/milwaukee/

